Enhancing & Protecting your Water Assets

Determination of Total Hardness
CaCo, (0 - 500 mg/l)

1. Fill the shake tube to the 50 ml mark to measure a range of 0 - 500 mg/l CaCO,
or fill it to the 100 ml mark to measure a range of 0 - 250 mg/l CaCO,.

2. Add one tablet of Total Hardness with gentle mixing. The sample should turn light purple.

3. Add tablets of Total Hardness one at a time with gentle mixing until the blue colour
disappears. Count the number of tablets used.

Results

N° of CaCoO,

tablets
50 ml 100 ml

1 20 10
2 60 30
3 100 50
4 140 70
5 180 90
6 220 110
7 260 130
8 300 150
9 340 170
10 380 190
11 420 210
12 460 230
13 500 250 Note!

To obtain higher ranges,
please dilute the sample!

Conversion factors

Keas® mval/l* °dH °e °f

mmol/l (KH) (CH) (DC)
1 mg/l 0.01 0.02 0.056 0.07 0.1
CaCO3

SVZ1400

Kit contains:

Black plastic carrying case

100 ml shaker tube SVZdev100
Stirring rod SPstr1

Cleaning brush SPclb1

100 tbl. Total Hardness TbsRTH100

Attention!
Wear protective gloves and safety

gogles when performing any tests
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